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Features/Benefits of:
Heavy Duty Stock Sheave & Bushing Combinations

QD Sheaves & Bushings

• Sheaves available for belt 
sizes: A/B, C, 3V, 5V and 
8V

• 1-12 groove

• Max. O.D. 71”

• Bushings stock in JA thru  
W sizes

• Bushings SH-W include 
a set screw in flange over 
keyway.

• Sheave/bushing can be 
reverse mounted (Bolts      
thru sheave then into     
bushing OR bolts thru   
bushing then into sheave)

DST Sheaves & Bushings

• Sheaves available for A/B       
section belts

• 1-4 groove

• Max. O.D. 38”

• DST sheaves offer more 
sizes from 3.75” O.D. up to 
38.35” O.D. as compared 
to QD and TB.

• Bushings stock in G-H-P1-
P2- Q1-Q2-R1 & R2

• Longest LTB (length thru 
bore) of all bushings

• Bushing and sheave use an        
additional key between the 
O.D. of bushing and I.D. of 
hub to transmit torque.

TB Sheaves & Bushings

• Sheaves available for belt 
sizes: A/B, 3V and 5V

• 1-6 groove

• Max. O.D. 50”

• Bushings stock in sizes 
1008 thru 5050

• No flange or hub

• Shortest LTB (length thru 
bore) of all bushings

• Flush mounting, no exposed 
bolts

Manufactured to Industry Standard

ALL bushings stocked in inch & metric sizes. 
Rework machining available from Wisconsin.
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